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Chapter 1 Getting Start

1-1 Web Server

In JetBox5630, we will start web server automatically. You can see ifgsitommand.
1175 root flib/udev/udevd

1440 root {hostenv.sh} /bin/sh ./hostenv.sh host fusr/lib/lua fusr/lib/luna
1448 root lna fweb/lucid.lua

The default path is /webl/.

fwebh § df
iF1lesysten Size sed Available Use% Mounted on
jub10:ro0tfs 15 . 1 .6M 60.7M  36% /
nbil:etc 5. 0K 5.0 9% fetc
uh1Z:web : 3 .2 3.30  49% /weh
UM 103 .5M % fopt
0K 29 .0M 0% {tmp
0 100 .OM 0% /‘home
4 .0K 5.0 0% /root

0 E.OM 0% fusrietc
l.

] oM 0% /media

host nSs 7.sh  lucid.lua setup.lua

The default port number of web serverds.

NOTE
| ’ . Ifunnecessary, dond modify or delete any content in /web.
; We will keep the latest version and provide firmware to upgrade
web server.

Korenix| Getting Start



1-2  Preparation for Web Interface

Korenix web management page is developed. bW It allows you to use a standard

web-browser such as Microsoft Internet Explor€hrome,or Mozila, to configuréhe JetBox

from anywhere on the network.

Before you attempt to use the embedded web interface to mandg@oxconfiguration verify

that your JeBox5630Series is properly instad on your network and that every PC on this

network can access the switch via the web browser.

1. Verify that your network interface card (NIC) is operational, and that your operating system
supports TCP/IP protocol.

2. Wire DC power to thdetBoxand connetit to your computervia LAN port.

3. Make sure that the. AN@default IP address is 192.168.10.1.

4. Change your computer IP address to 192.168.10.2 or other IP address which is located in
the 192.168.10.x (Network Mask: 255.255.255.0) subnet.

5. Switch to DOSarnmand moden your computerand ping 192.168.10.1 to verify a normal
response time.

1-3 System Login

Launch the web browser and Login.

1. Launch the web browser (Internet Explorer@hromeg on the PC.

2. Type http://192.168.10.1 (or the IP address of the swjit&nd then press Enter.
3. The login screen will appear next.

[ JetBox5630 - LuCl
€« C [ 192.168.10.1/uci

JetBoxS630 - WebUI | Load: 0.00 0.01 0.05

Authorization Required

Please enter your username and password.

Username

Password

@Reset [@Login

We have two user accounts togin. Oneisroot without password and another is
admin/admin.
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Chapter 2 System

2-1 Overview

You can sesystem informatioron this section. Such as Hostnameirmware versign WebUI
version etX and also display memoigformation.
[ system [ietwaric [ switen T routing T Frewan Tven T zerial I cooc.

Overview | Password Scheduled Tasks  Startup  General Settings  Config Backup  Firmware Upgrade  Reboot
Status
- System
System Name JetBoxS630
Firmware Version 1.0.2 2014-09-10 15:27:06
Kernel Version 3.2.0
WebUI Version 1541
Local Time Fri Sep 12 13:43:06 2014
Uptime 3h 31m 46s
Load Average 0.08, 0.03, 0.05
- Memory
Total Available \ 492628 kB / 511928 kB (96%) |
Free i 481864 kB /511928 kB (94%) |
Cached \ 10764 kB /511928 kB (2%) |
Buffered [ 0 kB /511928 kB (0%) |

2-2 Password

Change login password .

I System I Network I Switch l Routing l Firewall I WP I Serial - Logout _

QuakiiSti Password grhaduladTasks s Siarnsl | Settings,_ Config Backup, _ Firmware Upgrade

Password

Changes the administrator passwaord for accessing the device. (Password length 0~28)

Password [ |

&

Confirmation [ |

@

@Reset [@Save & Apply

Passwordength :0~28

Korenix System



. NOTE
f ‘ . When you change web login password, it will also change system
login password simultaneously

2-3 Scheduled Task

It is the same with Cron daemon.

Syntax :

A crontab file has five fields for specifying day, date and time followed by the command to be
run at that interval.

* * * * & command to be executed

| | I

| | | S— day of week (0 - 6) (Sunday=0)
| | I — month (1 - 12)

| | R day of month (1 i)

| N — hour (0 - 23)

A min (0 - 59)

Example:

Overyiew  Password = Scheduled Tasks | Startup  General Settings  Config Backup  Firmware Upgrade  Reboot

Scheduled Tasks

This is the system crontab in which scheduled tasks can be defined.

* % % % % date > /tmp/test

@Reset [ Save & Apply

PressSave & Applyo save configuration and start Cron daemon.
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2-4  Startup

We provide a Startup scriptr¢.local) for user can run their program when system boot up.
For example :

If we want to add a vlan 2 and set ip address 192.168.20.1 when systetnln, we can write
these commands here. It will run automaticadythe end of boot process.

I svstem | necwork | swiah | Routing | erewan | vew | seris. I Looo.

Overview  Password  Scheduled Tasks | Startup

General Settings  Config Backup  Firmware Upgrade  Reboot

Local Startup

This is the content of fetcfinit.d/rc.local. Insert your own commands here to execute them at the end of the boot process.

#!/bin/sh

# Start all init scripts by yourself

PressSave & Applyo save configuration.

@Reset [@Save & Apply

2-5 General Settings

Here you can configure the basispects of your device like itdostname or thelimezone.

Overview  Password  Scheduled Tasks  Startup | General Settings = Config Backup  Firmware Upgrade  Reboot
Settings
Here you can configure the basic aspects of your device like its hostname or the timezone.

system [ Networ [ switeh [ routing [ rrewan [ven T seriet I woco. |

General Settings

Lacal Time Fri Sep 12 14:13:11 2014 [ Sync with PC
Hostname [etBox5630 ]
Timezone |UTC

|

@Reset ([ Save & Apply

Korenix| System



Sync with PC :

It will get the UTC time from your PAnd local time have to be added with Timezone.
For example :

The UT@me of PC is12:00:00 201&nd Timezone is Asia/Taipei.

So the local time will b&8:00:00 2013

2-6  Backup Configuration

In ConfigBackuppage, user can use it to backup system configuration. It will backup all files in
/etc. And user can apply these configurations to other JetBox.

I System I Network I Switch l Routing I Firewall I VPN I Serial - Logout _

Overview Password  Scheduled Tasks  Startup  General Settings = Config Backup | Firmware Upgrade  Reboot

Configuration

Actions

Backup / Restore
Click "Generate archive" to download a tar archive of the current configuration files.

Download backup: @  Generate archive

To restore configuration files, you can upload a previously generated backup archive here.

Restore backup: | [ Browse.. | @  Upload archive

Download Backup :

ClickéGenerate archivéto download a tar archive of the current cogidiration files
Restore Backup :

Upload a previously generated backup archive to restore configuration files.

. NOTE
E ‘ . Restore configuration only extract all configuration files to /etc.
It will not delete any files in /etc.
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2-7  Firmware Upgrade

It is the same as firmware_up command in JetBdser can upgrade firmware via Web or
JetBoxconsole
Flash image :

I System I Network I Switch I Routing I Firewall I VPN I Serial - Logout _

Overview  Password  Scheduled Tasks  Startup  General Settings  Config Backup | Firmware Upgrade | Reboot

Actions

Flash new firmware image

Upload a sysupgrade-compatible image here to replace the running firmware.

Image: | [ Browse.. | Firmware Upgrade.

After select the image file, click it to start firmware upgrade. It wvalify the image issalidor not.

~Flash new firmware image

Upload a sysupgrade-compatible image here to replace the running firmware,

Image: Choose File | Mo file chosen [@Flagh image..

%The uploaded image file does not contain @ supported format: Make sure that you choose the generic image format for your platform.,

Invalid Image
If image is valid, you will see the checksum and file size.d@liokeed to start flash image.

Flash Firmware - Verify

The flash image was uploaded. Below is the checksum and file size listed, compare them with the original file to ensure data integrity.
Click "Proceed” below to start the flash procedure.

+ Checksum; 19058383c9cfac?93fa392feefal75ce
o Size: 374 MB

@Cancel [EProceed

X NOTE
. When upgrade complete, the JetBox will reboot automatically.
It will connect to web after few minutes.

System - Flashing...

The system is flashing now,
DO NOT POWER OFF THE DEVICE!
Wait a few minutes until you try to reconnect.

')
© = Waiting for router, .,
\
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2-8 Reboot

This page provide user casboot the JetBox.

I System I Netwark I Switeh I Routing I Firewall I YRN I Serial . Logout _

| Overview  Password  Scheduled Tasks  Startup  General Settings  Config Backup  Firmware Upgrade  Reboot

System

Reboot

Reboots the operating system of your device

Perform reboot

Chapter 3 Network

This chapter includes information abougtwork configurationThe informatiorlet user can
easily set up the network. We also provide the wireless settings and network redundant
function. These features are very usefimd important for user.

3-1 Status

User can see the detail network information about LAN and WAN.

I System Irf\rlétiuork l Sweitch I Routing I Firewall IVPN I Serial - Logout _

| Status | Settings, \WiFi Settings, 3G Settings,  Metwork Redundancy  Diagnostics,
Interfaces
- Interface Overview
Network
MAC Address: 00:18:30:F6:3C:AE
LAN RX: 0.00 B (0 Pkts.)
o TX: 468.00 B (6 Pkts.)
|a 1Pv4: 192.168,10.1/24
IPv6: FES0;0:0:0:218:30FF:FEF6; 3CAE/64
T MAC Address: 00:18:30:F6:3C:4F
- WaN RX: 23,31 MB (167944 Pkts.)
= TX: 1.86 MB (8854 Pkts.)
vian IPv4: 192,168,1,148/24
IPv6: FEB0:0:0:0:218:30FF:FEFE; 3CAF/64
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3-2  Settings
User can change LAN and WAN IP address. It can specify Static IP or Dynamic IP.

_ Status = Settings | WiFi Settings 3G Settings  Network Redundancy ~ MSR_ Diagnostics

Network

-~ LAN Settings
Apply immediately

Protocol |Static P v |
IP-Address [i32:168.10.1 ]
Netmask [255.256 255.0 v]

---- WAN Settings
Apply immediately

Protocol [Dynamic IP X
Optional

Default Gateway (optional) |192.158.1.1 |
DNS-Server (optional) [188.95.1.1 |

@DReset (@ Save & Apply

And it also provides two optional fields, Default Gatgvead DNSServer.
Apply immediately
It means that change IP address immediately. If you do not check it, the IP address will change

5

after systemreboot.

3-3  WiFi Settings

In JetBox5630, we have buitt AWUSO36NEH wireless driver. You can easily installsenid u
to connect EthernetWhenyou plug in the wireless dongle, click the WiFi settings and it will

show the defaulwireless interfacea.

I System I Network l Switch I Routing I Firewall I VPN I Serial - Logout _

_ Status  Settings | WiFi Settings | 3G Settings  Network Redundancy ~ MSR  Diagnostics

Wireless Overview

oD
’?‘ RaLink 802.11 Wireless Controller {(ra0)

03 Wireless is disabled or not associated %  Enable 4 Edit %] Remove
(1}
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ClickEditto edit the wireless configuration.
PressScarg to check how many access point in your environment.

I System I Network I Switch I Routing I Firewall I VPN I Serial - Logout _

Status  Seftings | WiFi Settings | 3G Settings  Network Redundancy  MSR  Diagnostics
"KorenixAP2" (ra0)
---- Device Configuration
General Setup
Status Mode: Client | SSID: 11n-AP
i BSSID: Not-Associated | Encryption: NONE-OPEN
10% Channel: 1 (2.412 GHz) | Signal: 0 dBm | Noise: 0 dBm
Bit Rate: 0.0 MBit/s |
Searching wifi network [dScan...
""" WLAN-Scan
wifi networks in your local environment
Link ESSID BSSID Mode Channel Signal Noise Bit Rates
1004100 C8:D3:A3:40:E6:10 Managed 2.412 GHz (Channel 1) -47 dBm  -92 dBm 54 Mbfs
784100 Bearyen SE:BE:BE:SF:A1:4C Managed 2.412 GHz (Channel 1) -59 dBm  -92 dBm 54 Mb/fs
100/100 KorenixapP 60:02:B4:06:B1:84 Managed 2.422 GHz (Channel 3) -49 dBém  -92 dBm 54 Mb/fs
100/100 Radius Test 62:02:84:06:B1:84 Managed 2.422 GHz (Channel 3) -45 dBm  -92 dBm 54 Mb/s
1004100 Coaovachilli 60:02:B4:06:B4.EE Managed 2.437 GHz (Channel 6) -43 dBm -92 dBm 54 Mbfs
944100 JetWave2300_1 00:03:7F:48:99:85 Managed 2.437 GHz (Channel 6) 53 dBm -92 dBm 54 Mb/fs
100/100 KorenizxaP2 AB:54:B2:90:CC:D2 Managed 2.437 GHz (Channel 6) -27 dBm  -92 dBm 54 Mb/fs
377100 FC:75:16:C0:2C:A0 Managed 2.437 GHz (Channel 6) -75 dBém -70 dBm 54 Mb/fs
1004100 richard-2 00:1F:1F:C0D:A4:3C Managed 2.452 GHz (Channel 9) -35dBm -92 dBm 54 Mbfs
377100 CHT Wi-Fi{HiNet) 9C:D6:43:64:E9:41 Managed 2.457 GHz (Channel 10) off -7SdBm -78dBm 144 Mb/s
424100 APTG Wi-Fi 9C:D6:43:64:E9:A2 Managed 2.457 GHz (Channel 10) off -73dBm -82dBm 144 Mb/s
99/100 KorenixGuest 00:16:01:29:09:DC Managed 2.462 GHz (Channel 11) on  -S51dBm -92dBm 270 Mb/s
42/100 FC:75:16:C0:27:40 Managed 2.462 GHz (Channel 11) on -73dBm -74 dBm 54 Mbfs
377100 dlink 00:1E:58:4A:EA:CO Managed 2.412 GHz (Channel 1) on -7SdBm -84 dBm 54 Mb/fs
377100 CHT Wi-Fi Auto 9C:D6:43:64:E9:40 Managed 2.457 GHz (Channel 10) on -75dBm -78dBm 144 Mbjs
377100 water FE:9B:9C:8A:30:94 Managed 2.462 GHz (Channel 11) on -7SdBm -78 dBm 72 Mbfs
83/100 JetWave_Demo 60:02:B4:78:63:C0 Managed 2.437 GHz (Channel 6) on -57 dBm  -92 dBm 54 Mbfs
377100 brucelai C8:6C:87:25:9F:C3 Managed 2.412 GHz (Channel 1) on -7SdBm -70 dBm 54 Mb/fs
83/100 jetboxdemo 60:02:B4:73:69:0E Managed 2.437 GHz (Channel 6) on -57dBm -92 dBm 54 Mb/fs
377100 12109 14:D6:4D:44:3B:6C Managed 2.437 GHz (Channel 6) on -7SdBm -82 dBm 54 Mb/fs
89/100 JetWave_Demo 60:02:B4:78:69:31 Managed 2.437 GHz (Channel 6) on -55 dBm  -92 dBm 54 Mbfs
1004100 TP-LINK_Stone ES:94:F6:C9:18:68 Managed 2.437 GHz (Channel 6) on -49dBm -92 dBm 54 Mb/fs
264100 CHT Wi-Fi{HiNet) 9C:D6:43:65:6E:01 Managed 2.447 GHz (Channel 8) off -79dBm -74dBm 144 Mb/s

Interface Configuration

AutoStart :If youcheck this option, all settings will be apply ahe wifi device will start

automatically after system reboot.

ESSIDChoose your AP nhame

Mode : We provide Client and AHoc Mode

Encryption :Select whib encryption mode that you want to connect.
IP Configuration Select Dynamic IP or Static IP.
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